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Wand

Position of the water connection

Ice maker
The ice maker is fitted in the freezer compartment of the combined 
refrigerator-freezer. It must be connected to the mains water sup-
ply to work. 

Safety instructions and warnings
• Do not make the water connection whilst the combined refrigera-

tor-freezer is connected to the electricity supply.
• The connection to the mains water supply may only be made 

by a trained plumber.
• The water quality must comply with the drinking water direc-

tives of the country in which the appliance is used.
• The ice maker is designed exclusively to make ice cubes in quanti-

ties required by a household and may only be operated with water 
suitable for this purpose.

• All repairs and work on the ice maker may only be carried out by 
customer service personnel or other trained personnel.

• The manufacturer cannot accept liability for damage caused 
by a faulty connection to the mains water supply.

Mounting the anti tipping device
Caution!
The supplied stabiliser must be installed in all cases. 
It prevents the appliance from tipping over when the fully loaded 
door is opened.

Installation:
1. Mark the center line of the appliance on the wall. 
 Align the anti tipping bracket center to the center line on the 

wall.
 
Important!
Insert a 10 mm thick timber spacer piece between the stabiliser 
and the wall. 

Caution!
Ensure that there are no electrical cables or water pipes in 
the wall section to which the stabiliser is to be secured.

2. Secure the stabiliser to the floor,  using the 5 screws (6 mm x 60 
mm) included in the accessory pack. 

Important!
When securing the stabiliser to a concrete floor, use suitable 
plugs!

The water shut-off valve must be positioned within the area marked 
in grey.
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Connection to the water supply
The water pressure must be between 0,15 and 0,6 MPa. The 
water supply to the appliance must be through a cold water pipe 
that can withstand the operating pressure and complies with the 
hygiene regulations. For this, use the stainless steel hose supplied 
(length 3 m).

Anti tipping bracket

Compressor mounting 
plate

Wall

Appliance

3. Push the appliance to the wall until the compressor mounting 
plate makes contact with the anti tipping bracket.

Caution!
To prevent the appliance from tipping forward the compres-
sor mounting plate must have contact with the anti tipping 
bracket!

1. Insert the bent section of the hose through 
the opening at the rear of the appliance.

2. Connect the hose to the solenoid valve 
at the front side of the appliance.

4. Connect the hose to the shut-off tap.
 Open the shut-off tap and check the system for leakage.

Caution!
Do not connect the appliance to the power supply until the 
installation is completed.
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Leveling the appliance
1. The height can be adjusted in front by twisting the leveling feet 
1(SW 27). 

Caution!
The front levelling feet of the appliance must be firmly placed 
on the floor.

Mounting the dust filter
The supplied dust filter prevents that dirt enters the motor cham-
ber, reducing the cooling performance. Therefore always install 
the dust filter.
1. Pull out the bottom freezer drawer.
2. Remove the protective foil from the dust filter and insert it into 

the opening provided..

Mounting the ventilation grille
Important!
To ensure trouble-free operation of the appliance, you must 
install the supplied ventilation grille.

Do not obstruct the ventilation opening or place a hider in 
front of it!

2. Turn the adjusting bars 2 
(WS 5) clockwise until the 
compressor plate touches the 
stabiliser.
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Replace the filter when the waterdrop 
symbol appears in the temperature 
display. 
Filters can be obtained from your 
dealer.
The drop symbol must be cancelled 
after the filter has been changed. For 
detailed instructions see section entitled 
"Setup mode".

Water filter
Before switching on the appliance, install the water filter provided 
in the interior rear wall of the refrigerator compartment.
This ensures good ice cube quality and keeps the water circuit 
free of solids such as sand.

Water filter  
location

Installing the water filter 

1. Remove the cover of the filter 
socket.

2. Insert the filter and turn it 90° 
clockwise.

Removing the water filter

3. Turn the filter 90° anticlockwise 
and remove.

Caution!
To avoid the risk of bacteria growth, the water filter 
must be changed when the waterdrop symbol appears 
on the display! 

It is not necessary to switch off the water supply when removing 
or installing the water filter.
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Power failure/FrostControl display
If the  LED lights up on the control panel, this means that the 
freezer temperature has risen too high during the last few hours or 
days due to a power failure.

If you touch the ALARM icon now, the highest temperature 
registered during the power failure will be displayed. Check 
the quality of the food and its suitability for consumption in 
case it has become too warm or even defrosted.

The highest temperature will appear for appox. 1 minute. After 
that, the actual temperature in the freezer will re-appear. The 
display can be switched off by touching the ALARM icon.

GB
Switching the appliance on and off
You are advised to clean the appliance before switching it on for 
the first time (see "Cleaning").
Do not load with frozen food until the temperature shows at least 
-18°C. The refrigerator and freezer compartments can be operated 
separately.

Switching off: Touch the On/Off icons again so that the temperature 
displays go out.

Temperature display 
In normal operation, the following settings will be displayed:
- the average refrigerator temperature and
- the warmest frozen food temperature.
When starting up for the first time or when the 
appliance is warm, dashes will appear until 
the temperature reaches a level that can be 
displayed (below 0°C in the freezer).
The display will flash: 
-  if you change the temperature or 
-  if the temperature rises by several degrees, 

indicating cold loss, e.g. if you place fresh, "warm" food in the 
freezer or if you remove or re-pack frozen food the temperature 
may rise for a short time due to warm air flowing into the freez-
er. 

If F1 to F5 appears in the display, the appliance has a fault. Con-
sult the customer service department indicating the fault number 
displayed.

Audible warning signal 
The appliance is equipped with an alarm function.
Audible door alarm:
If an appliance door is left open for more than 180 seconds, 
the audible warning signal will sound. Touch the ALARM icon 
to cancel the alarm. The alarm switches back to standby 
when the door is shut.
Audible/visual temperature alarm:
It sounds when it is not cold enough in the freezer compartment.
The temperature display and the  LED will also flash.

The audible warning device is switched off by touching the 
ALARM icon. The temperature display will continue to flash 
until the cause of the alarm has been rectified.

This can be caused by:
• the freezer door being left open for a long time, allowing warm 

ambient air to enter;
• a long power failure;
• a fault in the appliance.
In each case, make sure food has not thawed or perished.

Switching on: Touch the On/Off icons (on left 
for refrigerator, on right for freezer) so that the 
temperature displays light up or flash.

Setting the temperature
The appliance is pre-set for normal operation. We recommend 
temperatures of +5°C in the refrigerator and -18°C in the freezer. 

To reduce the temperature: Touch the 
Down icon; on left for refrigerator and on 
right for freezer.
To increase the temperature: Touch the 
Up icon. 

- While you are entering the temperature, the set temperature will 
flash on the display. 

- When you touch the temperature setting icons for the first time, 
the most recent setting ("reference setting") is displayed.

- You can change the settings in increments of 1°C by briefly touching 
the icons again. If the icons are held, the temperature setting will 
change faster.

- Approximately 5 seconds after the last touch, the display will 
automatically show the actual freezing or cooling temperature 
("actual setting"). 

- You can change the temperatures
 in the refrigerator: between 11°C and 2°C and
 in the freezer: between -14°C and -26°C. SuperCool 

Touching the SuperCool icon switches the refrigerator compart-
ment to maximum cooling. It is recommended particularly if you 
wish to cool large quantities of food, drinks, freshly baked goods 
or meals rapidly.

Switching on: Touch the SuperCool icon briefly so that 
the LED  comes on. The refrigerator temperature will 
drop to its lowest value.

Note: The SuperCool function uses slightly more energy. After 
approximately six hours, however, the refrigerator switches back 
automatically to normal energy-saving operation. If required, the 
SuperCool function can be switched off sooner.

Switching off: Touch the SuperCool icon again until the LED  
goes out.
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 = Confirm water filter change
After the water filter has been changed, the drop 
symbol on the display must be reset.
Resetting the drop symbol
• Activate setup mode by touching the 

SuperFrost icon for 5 seconds.

• Touch the freezer compartment Down icon 
until  appears in the display.

• Touch the SuperFrost icon.
- The display reads  

• Touch the SuperFrost icon again.
- The display reads  

• The drop symbol disappears.

• Exit setup mode by touching 
 the freezer compartment On/Off icon.

 = Ice maker vacation state
See section entitled "Ice maker".

 = Water quantity for ice cube tray
If the produced ice cubes of the ice maker are too small, the inflow-
ing water quantity can be adjusted.
Adjusting the water quantity
• Activate setup mode by touching the SuperFrost icon for 5 sec-

onds.
• Touch the freezer compartment Down icon until  
 appears in the display.

• Touch the SuperFrost icon.
- The display reads  

• Touch the freezer compartment Up icon once only so that E 4 
appears in the display.

Caution!
Do not increase for more than one step. If the adjusted value is 
too high, the ice cube tray of the ice maker could overflow.

• Touch the SuperFrost icon again.
• Exit setup mode by touching the 
 freezer compartment On/Off icon.

Check the ice cube size within the next days. If the ice cubes are 
still too small, follow the steps above again.

Setup mode
The following functions can be activated in setup mode:

 = Child lock

 = Confirm water filter change
 = Ice maker vacation state

 = Water quantity for ice cube tray

 = Display brightness

 = Door gasket heating control
Activating setup mode:
• Touch the SuperFrost icon for five seconds.  
- The SuperFrost LED  comes on for 5 seconds,
- after 5 seconds  will flash in the display.
The appliance is in setup mode now.

You can select the setup mode functions by touching  
the freezer compartment temperature setting icons.

Note: In setup mode the display will flash continuously.

Exiting setup mode:
• Touch the freezer compartment On/Off icon  
 The appliance will change back to normal operation.

 = Child lock
The child lock is designed to protect the appliance from being 
switched off accidentally.
Activating the child lock
• Activate setup mode by touching 
 the SuperFrost icon for 5 seconds.

- The display reads  

• Touch the SuperFrost icon.
- The display reads  

• Touch the SuperFrost icon again.
- The  LED is lit and the child lock is activated.

• Exit setup mode by touching 
 the freezer compartment On/Off icon. 

Deactivating the child lock
• Activate setup mode by touching 
 the SuperFrost icon for 5 seconds.

- The display reads  

• Touch the SuperFrost icon.

- The display reads  

• Touch the SuperFrost icon again.

- The  LED goes out. The child lock is deactivated. 

• Exit setup mode by touching 
 the freezer compartment On/Off icon. 


